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242 E. AIRPORT DRIVE, SUITE 212 - SAN BERNARDINO, CALIF. 92408

PHONE (909) 884-7090          FAX (909) 884-7090

S.D.ENGINEERING AND ASSOCIATES

LAND PLANNING AND CIVIL ENGINEERING

A401

Exterior Elevations

Recycling Center For:

2192 W. HIGHLAND AVE. SAN

BERNARDINO, CA 92407

6-31-14

13-940

HOISTON INT'L

ENTERPRISES INC.
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Elevations - West  - Old
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Elevations - West  - New
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Proposed East Elevation
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 1/8" = 1'-0"

Existing East Elevation
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Proposed North Elevation
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 1/8" = 1'-0"

Existing North Elevation
2

Keynote Legend

Key Value Keynote Text

3-07 6" THICK CONCRETE SLAB ON 2" SAND OVER 10 MIL
VISQUEEN VAPOR BARRIER WITH #3 @ 18" O/C EACH
WAY IN CENTER OF SLAB. (OMIT VISQUEEN IN SHOP
AREA)

3-100 7 1/4" (3000PSI) CONCRETE TILT PANEL WALL.

5-280 42" HIGH x 1-1/2" OUTSIDE DIAMETER STEEL PIPE
RAILING WITH INTERMEDIATE RAILS SPACED SUCH
THAT A 4" DIAMETER SPHERE CANNOT PASS
THROUGH.

5-328 8" X 18 GAUGE METAL ROOF RAFTERS AT 24" ON
CENTER

5-836 DECORATIVE METAL TRIM 24 GA FINISHES:
STANDARD: PVDF (KYNAR 500®) FASTENED PANEL
WITH TAPCON SCREWS IN TO CONC. PER
MANUFACTURES SCREWING SPEC.

5-875 EXISTING PRE-ENGINEERED METAL BUILDING TO
REMAIN

5-963 STEEL AWNING SHOP FABERCATED, PAINT USE 5/8"
CONC. ANCORS IN TO PLATE TO CONC. WALL

5-965 LOUVERED STEEL AWNING SHOP FABERCATED,
PAINT USE 5/8" CONC. ANCORS INTO  TO CONC.
WALL

6-15 EXISTING WORK TO BE REMOVED. PROVIDE
ADEQUATE TEMPORARY SUPPORT OF EXISTING
STRUCTURE AT ALL TIMES.

6-121 2X10 REDWOOD OR COMPSITE WOOD LOUVER TO
METAIL FRAME BOLTED TO THE WALL.

7-460 14 GAUGE GALVANIZED SHEET METAL FLASHING
OVER 5/8" PLYWOOD SUB-FASCIA.

8-130 EXISTING DOOR TO REMAIN

9-100 7/8" EXTERIOR CEMENT PLASTER WITH
PAPER-BACKED WOVEN WIRE FABRIC LATH (3
COATS MINIMUM). PROVIDE TWO LAYERS OF GRADE
D PAPER OVER ALL PLYWOOD SHEAR PANEL (USE
HIGH RIB LATH AT HORIZONTAL APPLICATIONS)

9-950 CERAMIC TILE OVER THIN-SET OVER 1/2" OVER
BACKER BOARD OWNER TO SPECIFY
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