FIXTURE SCHEDULE

GENERAL NOTES

PLUMBING LEGEND AND SYMBOLS

CONNECTION SIZE:
SYMBOL SPECIFICATION 1. THE TOTAL INSTALLATION SHALL COMPLY WITH ANY AND ALL REQUIREMENTS OF THE LEGALLY SYMBOL ABBREV. DESCRIPTION
WASTE | TRap | vent | CW | HW CONSTITUTED AUTHORITIES HAVING JURISDICTION INCLUDING 2013 CBC (CALIFORNIA BUILDING CODE) AND DETALL No.
RISER | RISER 2013 CMC/CPC (CALIFORNIA MECHANICAL AND PLUMBING CODE). SHEET N DETAIL REFERENCE
Watercloset: Kohler "Highline” K—4405, ADA, 17-1/8" high rim,
(1,28 GPF), floor mounted, elongated bowl, Siphon/jet, 1212 top 2. THE CONTRACTOR SHALL VISIT THE SITE PRIOR TO BID AND SHALL THOROUGHLY FAMILIARIZE HIMSELF @ i SECTION REFERENCE
@ spud, white vitreous china. Zurn Z6000AV-WSI (1.1 GPF) Flush 3" NT. | 27 7’ - WITH THE EXISTING CONDITIONS UNDER WHICH HE WILL BE REQUIRED TO WORK. ALL INDICATED STACK RISER
VoIve,fOIs?nit? ‘plogctichseqt rlnode] t95 tComfor’tCurve, elongated, DIMENSIONS ARE APPROXIMATE AND ARE GIVEN FOR ESTIMATE PURPOSES ONLY. @: PLUMBING STACK OR RISER REFERENCE
open front, stain cnemical resistant. ID. No.
3 BEFORE PROCEEDING WITH THE WORK THIS CONTRACTOR SHALL CAREFULLY CHECK AND VERIFY ALL EQUIPMENT FOUIPUENT REFERENCE
Watercloset: Kohler "Wellworth” K—4406, 15" high rim, (1.28 GPF), DIMENSIONS, SIZES, REQUIRED CLEARANCES AND SHALL ASSUME FULL RESPONSIBILITY FOR THE FITTING D No.
floor mounted, elongated bowl, siphon jet, 1-1/2" top spud, white , , , OF ALL EQUIPMENT AND MATERIALS HEREIN REQUIRED TO OTHER PARTS OF THE WORK OF OTHER
vitreous china. Zurn Z6000AV-WSI (1.1 GPF) Flush Valve, Olsonite | 3 T | 2 1 - TRADES. dd FILTERED WATER
gclos;c]|c §eo|t mo_dfl ?[5 ComfortCurve, elongated, open front, stain - SCW SOFTENED / CONDITIONED COLD WATER
ehemica resistant. 4. THE DRAWINGS ARE ESSENTIALLY DIAGRAMMATIC TO THE EXTENT THAT ALL OFFSETS, BENDS, SPECIAL _ oW COLD WATER
- . o FITTINGS AND LOCATIONS ARE NOT EXACTLY LOCATED. IN THE PREPARATION OF THESE DOCUMENTS, o
T k) o o, ity it oo ) 1 CERTAIN ASSUMPTIONS ARE MADE REGARDING EXISTING CONDITIONS. SOME OF THESE ASSUMPTIONS MAY W HOT WATER
top Sp%d_ Zum Z6003AV-ULF (0.1 % GPF) Flush Valve.  Josam 2 INT. | 1-1/2"| 3/4 - NOT BE VERIFIABLE WITHOUT EXPENDING ADDITIONAL SUMS OF MONEY OR DESTROYING OTHERWISE _— - — HWR HOT WATER RETURN
17560-UR Urinal Carrier Floor Mounted Bearing Plate Type. ADEQUATE OR SERVICEABLE PORTIONS OF EXISTING BUILDINGS AND/OR EQUIPMENT. THEREFORE, THE | - POP—-O0FF DRAIN LINE OR HIDDEN WATER LINE
ENGINEER SHALL NOT BE HELD RESPONSIBLE FOR ANY CHANGES OR ADDITIONAL COSTS INCURRED DUE
Lavatory:  Kohler "Chesapeake” K—1728, white vitreous china, wall 70 EXISTING CONDITIONS. Sor W SOL or WASTE BELOW GRADE (or FLOOR)
hung lavatory w/ faucet holes on _4" centers.  Zurn Z86100XL GW GW GREASE WASTE BELOW GRADE (or FLOOR)
@ Iqu%e(}' W/‘d0.3t5 L d°er-°t°r’/ ‘;r°1v'/dze ASSEt 1b070 G%Drived w|t\r/1 set P TRy Ry Y A Y 5 ITEMS RELATED TO PLUMBING UTILITIES AND/OR OTHER SERVICE(S): MATERIALS, LABOR, PERMITS, FEES, cwv cwy COMBINATION WASTE AND VENT
P IO Strainsr dtan W/ B/ Sost Drass TR W ETC., SHALL BE VERIFIED WITH THE RESPECTIVE SERVING UTILITY COMPANY PRIOR TO SUBMISSION OF A RD /0D RD,/0D POOF & OVERFLOW DRAIN ABOVE & BELOW GRADE (or FLOOR
e T P o ARy BID. THE ACT OF SUBMITTING A BID SHALL CONSTITUTE FULL RESPONSIBILITY OF THE CONTRACTOR TO / / (or FLOOK)
Guard per ADA Code 4.19.4 INSTALL SERVICE(S) IN COMPLIANCE WITH THE REQUIREMENTS OF THE SERVING UTILITY COMPANY AND Sb SD STORM DRAIN
THE MECHANICAL ENGINEER. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CHARGES LEVIED BY Sor W SOIL or WASTE ABOVE GRADE (or FLOOR)
” . ” . . . S |/
THE SERVING UTILITY COMPANY EXCEPTING THE FIRST BILLING DEPOSIT. PLUMBING VENT
Lavatory: Kohler "Pennington” K-2196—4N, white vitreous ching,
If rimmi tert t w/ faucet holes on 4" centers. , . , » »
@ 70 86100KL foucet w,/ 0.35 gF{m Ceerator, orovide ASE 1070 | 27 |171/20| 112" /27 | 1/2 6. THE CONTRACTOR SHALL COMPLY WITH ALL CONTRACT DOCUMENTS IN LAYING OUT THEIR WORK AND COND COND CONDENSATE DRAIV
approved TMV set to 110', qrid strainer drain w/ Y rr— 77" cast brass EQUIPMENT. THEY SHALL COORDINATE THE WORK OF THIS SECTION WITH THE WORK OF OTHER TRADES G G GAS LOW PRESSURE
P—trolp v;ith ch(rjomTe firgish,Long(I;e stdops wﬁ[ﬂgig aise;r.modr: ADA AND ALL JOB CONDITIONS. MPG MPG GAS MEDIUM PRESSURE
compliant proviae lruebro Lav Luard per ode 4.19. U U/D PROPANE GAS
7. THE INSTALLATION OF ACCESS PANELS OR OTHER INDICATING EQUIPMENT OR SPECIALTIES REQUIRING L:g LP6 Af/)TO VATC FRE SPRINKLER
Service Sink: Kohler "Bannon” K—6714 white enameled cast iron READING, ADJUSTMENT, INSPECTION, REPAIRS, REMOVAL OR REPLACEMENT SHALL BE CONVENIENTLY ot AS
@ wall mounted service sink with rim quard and K-6673 3" P-trap. 3” 3 | 1-1/2" 1/2° 1/2” LOCATED WITH REFERENCE 1O THE FINISHED BUILDING. RW RECLAIM WATER
veaciod autior pei hook & well vé/ sgouum breaer, hose 8  ALL EQUIPMENT AND FIXTURES INSTALLED UNDER THIS CONTRACT SHALL BE HUNG OR ANCHORED IN oA “ COMPRESSED AR
reaaea outiet, pail nool wa race. 5 CAO
ACCORDANCE WITH 2013 CPC/CBC. g;\ - i g%g 263550 AlR QUTLET
Floor Drain: Josam 30002-5A Floor Drain WEJLOC Cast Iron Body
w/clamp ring, flange, adjustable Nikaloy strainer, polished bronze 2" 27 7—7/2" - - 9. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO CONSTRUCT THE PROJECT IN ACCORDANCE N20 N20 NITROUS OXIDE
v grate. Provided with trap primer connection for TP-1. WITH TITLE 24, CALIFORNIA CODE OF REGULATIONS. MA MA
MEDICAL AR
Trap Primer: MIFAB. model "M—500" 1/2” inlet and 1/2” outlet
/TP with optional distribution unit, may be/|oco'tne§ 0s indiéoteguor? ) 10.  WHERE MATERIAL IS SHOWN ON THE DRAWINGS BUT NOT SPECIFIED, IT SHALL BE OF THE SAME TYPE VAC VAC VACUUM
\_1_/ | drawings or as required by code. UPC listed. Provided with a 12"x - - - 1/2 - AND QUALITY AS EXISTING MATERIAL. N2 N2 NITROGEN
12" access panel or larger depending on the required access to QY BV BALL VALVE
the equipment and shut—off valve. (Contractor to verify). 1. THE FIRE PROTECTION CONTRACTOR SHALL PROVIDE ALL REQUIRED HYDRAULIC CALCULATIONS AND FIRE sov
— SPRINKLER HEAD LOCATION IN ACCORDANCE WITH NFPA 13 TO THE LOCAL FIRE DEPARTMENT FOR > SHUT OFF VALVE
Water Hammer Arrestor: MIFAB, Inc. model "MWH" (see plans for REVIEW AND APPROVAL OF THE FIRE PROTECTION SYSTEM. — 3 SOV or 6C SHUT OFF VALVE OR GAS COCK ON RISER
size), m_J?ﬁoItlﬁd %n (Jllfq:cjlu:_lfj closing fYOl\:jeS and all valves vmwh _ _ _ _ _ v SWING CHECK VALVE
close wi e Tiow o uid, or on neaders serving more an one T~
N fixture. Provided with a 12’ 12 access panel. k 12. TEST SYSTEM(S) IN ACCORDANCE WITH REQUIREMENTS OF THE GOVERNING AUTHORITIES, E -y PRESSURE PEDUCING. VALVE
Drinking Fountain: Elkay VRCGRNTL8BC wall mounted, Hi-Lo dual . -
Drinking Fountgin. Ekay VRCGRNTLEC woll mounted, Hi-Lo d 13 ALL CLEANOUTS SHALL BE INSTALLED WHERE READILY ACCESSIBLE AND LOCATED AS PER CODE PIR PRESSURE—TEMPERATURE RELIEF VALVE
/DY) | bubbler electric drinking water cooler fountain, stainless stee , Y ol REQUIREMENTS THE CONTRACTOR SHALL COORDINATE ALL CLEANOUT LOCATIONS WITH EQUIPMENT
basin w/ integral drin strainer, vandal—resistant bubbler, front & | 2 N | 1=1/2%) 172 CABINETS, ETC. AND THE ARCHITECT PRIOR T0 ANY INSTALLATION. AN RPBFP REDUCED PRESSURE BACKFLOW PREVENTER
side push pads. ADA compliant & lead free. 5 DN PIPE DOWN
Y Y N N Y Y Y Y Y Y Y Y Y Y Y Yy Y 14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND REPAIRING ALL PAVED AREAS WHICH 5 up PIPE P
e Bowl s 10 00 el o fawoet ARE EXCAVATED AND/OR DAMAGED BY THEIR OPERATIONS. IN ADDITION, THE CONTRACTOR SHALL - N o DOUN
@ holes on 4" centers. Zum 782300-XL single handle faucet w/ 1.5|  2” | 1-1/2"| 1=1/2"| 12" | 12 RESTORE TO ORIGINAL CONDITION ALL PLANTED AREAS DAMAGED BY THEIR OPERATIONS. - up e up
gpm aerator, provide ASSE 1070 approved TMV set to 120°, chrome .
basket st_rqiners w/ 1-1/2" cosfc _bro_ss L.A. pattern P—trap with 15, ALL CONNECTIONS TO EXISTING SERVICES SHALL BE MADE SUCH THAT INTERRUPTION TIME WILL BE AS O c— PIPE RISER & PIPE DROP (UP AND DOWN)
chrome finish, angle stops w/ rigid riser. SHORT AS POSSIBLE. THE CONTRACTOR SHALL GIVE THE OWNERS REPRESENTATIVE SUFFICIENT NOTICE
OF SUCH INTERRUPTIONS AND THE ACTUAL SHUT-DOWN TIME SHALL BE AT A TIME DESIGNATED BY THE -—=— FCo FLOOR CLEANOUT
Floor Sink: Josam 49302 Floor Sink, 8" square top—medium OWNERS REPRESENTATIVE. '—O—|| T weo WALL CLEANOUT
_ ” . . . . I’ » _ ” _ _ 2 1,
@ o ilg we T um; acd resistant cooted nterior and 2 2 | 1=1/2 16. ALL EXTERIOR WATER SHUT-OFF VALVES BELOW GROUND SHALL BE INSTALLED IN' YARD BOXES WITH / “ co CLEANOUT PLUG
COVERS CONSPICUOUSLY MARKED "WATER SHUT-OFF" RESPECTIVELY. -—— core YARD CLEANOUT or CLEANOUT TO GRADE
LA AL A P U U U, U, U, U, W, W W W W W W, W WL W . . W A A A ] CAP ON END OF PIPE
17. WHEN REQUIRED BY THE AUTHORITY HAVING JURISDICTION, POTABLE WATER SYSTEMS SHALL BE .
PLUMBING SIZING FORM DISINFECTED AND FLUSHED PRIOR TO USE BY WATER—CHLORINATION SOLUTION AND HAVE ' HB HOSE BIBB WITH VACUUM BREAKER
BACTERIOLOGICAL EXAMINATION MADE BY AN APPROVED AGENCY PER 2013 CPC SEC. 609.9 AND AS ® WHA & TP WATER HAMMER ARRESTOR & TRAP PRIMER
y PRESCRIBED IN AWWA C651. METHODS OF CLEANING/ DISINFECTING FOR NEW OR REPAIR PIPING AS %] cS CIRCUIT SETTER
PIPE SIZE IS BASED ON CHART A-4.1 @ 3.0 P.S.. / 100 FT. DESCRIBED IN C651 OR NFPA 24. 2, o CAS PECLLATOP
FIXTURE_UNITS ARE BASED ON TABLE A—2.7 FROM APPENDIX A 18, PLUMBING PIPE, FITTINGS AND FIXTURES USED TO CONVEY OR DISPENSE WATER FOR HUMAN g 6e GAS COCK (or GAS STOP)
PIPE SI7E SCHEDULE CONSUMPTION SHALL COMPLY WITH AB 1953 = 6s CAS SOLENOD
FIXTURE UNITS S>— P.0.C. POINT OF CONNECTION
FIXTURE UNITS 19.  ANY SUBSTITUTION MADE BY THE CONTRACTOR THAT IS DIFFERENT FROM WHAT IS SPECIFIED ON THE on T OF DEWOLITON
o7 AR RN NUMBER  FIXTURE UNIT T0TAL DRAWINGS SHALL BE CLEARLY INDICATED ON THE SUBMITTAL AS TO ALL THAT IS BEING SUBSTITUTED. o— 0.0,
1/2" ] 0 1.8 25 14 We 5 70 M AP ACCESS PANEL
) ' : 20. SHUT-OFF VALVES SHALL BE PROVIDED IN MAIN BRANCHES, RUNS TO RISERS AND WHERE INDICATED ABOVE
3/4 5 0 48 30 11 L 1 11 ON DRAWINGS. ABV
7 13 0 10 40 5 U 4 20 A BEL BELOW
-1/ 24 0 7 45 2 7S 3 6 ALL FIXTURES, EQUIPMENT, PIPING AND MATERIALS SHALL BE LISTED AGA AMERICAN GAS ASSOCIATION
1172 i L 27 2.0 i or J 2 . ALL PLUMBING FIXTURES SHALL MEET THE FLOW REQUIREMENTS SPECIFIED IN THE CALIFORNIA GREEN CONN CONNECTION
2 158 64 56 6.0 TOTAL FIXTURE UNITS 109 BUILDING CODE. CONT CONTINUATION
2-1/2 J80 250 100 7.5 TOTAL G.P.M. 70 (F) EXISTING
3 850 800 160 8.0 . ALL FAUCETS IN PUBLIC RESTROOMS SHALL BE SELF CLOSING OR SELF-CLOSING METERING FAUCETS ) NEW
4 1750 1750 230 8.0 (CPC404.3). DN DOWN
. PUBLIC LAVATORIES SHALL HAVE CONTROLS TO LIMIT THE WATER TEMP TO 120F (CPC 421.2). ADA AMERICAN DISABILITY ACT
VELOCITY FOR COLD WATER PIPING LESS THAN 8 FT. PER SECOND E INVERT ELEVATION
VELOCITY FOR HOT WATER PIPING LESS THAN 5 FT. PER SECOND (TP) TYPICAL
MAXIMUM _SIZE FOR HOT WATER PIPING SHALL BE 1-1/2" UON UNLESS OTHER NOTED
PIPE MATERIAL SCHEDULE
CALIFORNIA GREEN COMPLIANCE FORM " PLOVENG FXTURE UNT
SERVICE & WEIGHT JOINTS JTINGS TN, VALVE SEC COND SECONDARY CONDENSATE
CALCULATIONS BASED ON 2013 CGC CHAPTER 8 WORK SHEETS WS—1 & WS=2 — =
Cold Wat ast Bronze
ANCHORAGE AND BRACING NOTES
FIXTURE TYPE | BASELINE FLOW | DESIGN FLOW/|DURATION| DAILY USES| OCCUPANTS| BASELINE GAL.|DESIGN GAL. Check
RATE (GPM) | RATE (6PM) PER DAY | PER DAY Cold Water Cast Bronze/ Ball "
STAFT Below Ground to Copper K Tube Brazed Wroseht 0 125 1. PIPES, DUCTS AND CONDUITS SHALL BE SUPPORTED AND BRACED PER THE SMACNA “GUIDELINES FOR
5" Outside Building rougnt ~opper Cate SEISMIC RESTRAINTS OF MECHANICAL SYSTEMS AND PLUMBING SYSTEMS®, THE “SUPERSTRUT SEISMIC
LAV JAUCET 0.5 0.5 .29 MIN J 50 18.75 15125 RESTRAINT SYSTEM” FOR PIPES AND CONDUITS ONLY.
URINAL 0.5 0.125 1FUSH] 2 50 25 6.25 Cold Water Sredule 50 PUC N '
FLUSHOMETER VALIE | 4 58 1| 1 AUSH 50 3 275 nciow Ground e o PV 125 Gate
WATER CLOSET MALE | ' ' Beyond 5-0
FLUSHOMETER VALVE
Hot Water Cast Bronze/ Ball
WATER CLOSET 1.28 1.1 1 FLUSH 3 50 96 82.5 Copper L Tube Soldered 125
FEMALE Abv. Ground Wrought Copper Check
PUBLIC
Vent No—hub Cast Iron No—hub
LAV, FAUCET 05 0.35 25MN | 03 100 375 2625 o N/A N/A N/A
URINAL 0.5 0.125 1FLUSH] 02 100 5 1.25
FLUSHOMETER VALVE Waste, Soil &
water cLoseT wae | 11 PHUSH |01 100 6.4 9.5 Roof Drane Schedule 40 ABS |  Solvent-Weld ABS N/A N/A
FLUSHOMETER VALVE
WATER CLOSET 1.28 1.1 1FRLUSH| 03 100 19.2 16.5
FEMALE Waste, Soil &
Roof Drains No—hub Cast Iron No—hub N/A N/A N/A
ABOVE GRADE
TOTAL DAILY WATER USE (WU) =  206.1 155.25
ALLOWABLE WATER USE =  164.88 124.2 Condensate Copper M Tube Soldered Bronze 125 N/A
TOTAL WATER CONSUMPTION REDUCTION =  40.68
TOTAL WATER CONSUMPTION REDUCTION SAVINGS =  28% WATER HEATER S CH EDU LE

/WHN/ WH\ MFR. & MODEL NO.: A.0. SWITH DEL—10
CAPACITY: 10 GALLONS
RECOVERY: 10 GAL /HR. @ 80 DEG. TEMP. RISE
ELEMENT: 2,000 WATTS
ELECTRICAL: 240V~ 1ph—60~
9.6 AMPS
WEIGHT: 54 LBS. (DRY)

275 W. Hospitality Lane, Suite #100
San Bernardino, CA 92408

Phone: 909.890.3700
Fax: 909.890.3770

Email: cadd@designwesteng.com

DESIGN WEST ENGINEERING

MECHANICAL « ELECTRICAL « ENERGY CONSULTANTS
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USED FOR ANY OTHER WORK, OR PORTION
THEREOF, THAN THAT NOTED ON TITLE BLOCK.
PLEASE CONTACT THE ARCHITECT OF RECORD AT
909.624.50495 |F ANY ATTEMPT |S MADE TO DO <O.
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RECORD. THESE DRANINGS ARE NOT TO BE

© 20|l WHEELER ¢ WHEELER ARCHITECTS, INC.

|0.25.15] PLAN CHECK SUBMITTAL
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INTERIORS H  PLANNING

ARCHITECTURE
133 South Spring Street, Claremont, California 91711
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WHEELER & WHEELER

TENANT IMPROVEMENT & EXTERIOR FACADE IMPROVEMENTS for:

Get Air

S.E. Quadrant, Pomona 60 FWY at Corona Expressway

PLUMBING LEGEND NOTES & SCHEDULES
Pomona, California 21766

DRAWN BY

DRAWING NO

PO.0

909-624-5095 FAX 909-621-7757

MAUREEN M. WHEELER AJA Architect C14815

PAUL S. WHEELER AIA Architect C12185
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APN NO. 8331-016-021
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275 W. Hospitality Lane, Suite #100
Email: cadd@designwesteng.com

San Bernardino, CA 92408

DESIGN WEST ENGINEERING

MECHANICAL « ELECTRICAL « ENERGY CONSULTANTS

DEMO NOTES

<> EXISTING FIXTURE TO BE REMOVED. REMOVE ALL RELATED WATER
FIXTURE. EXISTING VENT AND WASTE PIPING TO REMAIN & REWORKED

PIPING BACK TO MAIN, REMOVE ALL VENT PIPING, AND CAP WASTE
FOR CONNECTION TO NEW FIXTURE.

BELOW SLAB.
EXISTING FIXTURE TO BE REMOVED AND REPLACED WITH NEW
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CONSTRUCTION NOTES

6-8 1. FOR LINE TYPES, SYMBOLS & ABBREVIATIONS SEE LEGEND ON PO.0.

0 @ © O

F_________

/—{_@—_—Z—qji__—:—_ﬁ_ﬂ_—__—:—_ﬂ—_ —
y O U UE \
| R WASTE, VENTS, CW & HW
PLUMBING WORK TO BE PERFORMED
0 IN THIS AREA SEE ENLARGED
™ H a\ H@ H a\ PLUMBING FLOOR PLAN /" 3™\/"2\

2. FOR CONNECTION TO STRUCTURE & PIPE SUPPORT SEE DETAILS 1, 2 &
J ON SHEET P4.0

1/2°, SEE FIXTURE SCHEDULE ON PO.0.

=

ONONG®
e

| —4\‘ J. UNLESS NOTED ALL CW & HW RISERS FROM FIXTURE TO CEILING ARE

4. SEE FIXTURE SCHEDULE ON PO.0 FOR ADA & STANDARD RIM HEIGHTS
| FOR WC-1 & U-1.

2/

5. ALL VENTING SHALL HAVE A MIN. OF 10° CLEARANCE FROM ANY FORCED

AIR INLET W/ A MIN. OF 3" CLEARANCE ABOVE & A MIN OF 4’
CLEARANCE FROM ANY PROPERTY LINE EXCEPT A PUBLIC WAY PER CPC

o SEC. 906,

I W T . 6. NEW OR REPAIRED POTABLE WATER SYSTEMS SHALL BE DISINFECTED
ONNECT (N) 4" WASTE TO (E) @
FWER LINE. FIELD VERIFY FOR Z_/;:/_OngO USE, ACCORDING TO THE METHOD SET IN SECTION 609.9 OF

XACT SIZE AND LOCATION.

2% SLOPE 7. CONTRACTOR SHALL PATCH FLOORS, WALLS & CEILINGS TO MATCH NEW
| \ —— CONSTRUCTION PER ARCHITECTS SPECIFICATIONS.
4" WASTE

ARE THE SOLE PROPERTY OF
WHEELER & AWHEELER ARCHITECTS, INC.
AND SHALL NOT BE REPRODUCED WITHOUT
"WET" STAMP AND SIGNATURE OF ARCHITECT OF

THESE DRANINGS AND SPECIFICATIONS
® 20|l NHEELER & WHEELER ARCHITECTS, INC.

\P2IAR22/

USED FOR ANY OTHER WORK, OR PORTION
THEREOF, THAN THAT NOTED ON TITLE BLOCK.
PLEASE CONTACT THE ARCHITECT OF RECORD AT
909.624.50495 |F ANY ATTEMPT |S MADE TO DO <O.

RECORD. THESE DRANINGS ARE NOT TO BE

)

2% SLOPE Feo

I \ I ¢
4” WASTE

| 8 COORDINATE EXACT LOCATION OF S.0.V., BACKFLOW DEVICE, WATER
METER, GAS METER & GREASE INTERCEPTOR WITH ARCHITECT.

|
|
|
|
|
|
|
\

e

. PRIOR TO CONSTRUCTION CONTRACTOR SHALL FIELD VERIFY FOR EXACT
| ; SIZE, LOCATION & INVERT ELEVATION OF EXISTING WASTE LINE &
COORDINATE WITH PLUMBING ENGINEER FOR ANY CHANGES NEEDED.

100 RISERS AND WHERE SHOWN ON DRAWING. LOCATE SHUT-OFF

VALVES OVER T-BAR CEILING WHEN POSSIBLE. PROVIDE ACCESS PANELS
- = — - V- - — - — —t | — —_ — —_—_— — — — N\ - — — — — = 3 — — WHEN SHUT-OFF VALVES ARE LOCATED OVER HARD LID CEILINGS.
L

\
KH[ 10.  SHUT-OFF VALVES SHALL BE PROVIDED ON ALL MAIN BRANCHES, RUNS

FOR WASTE, VENTS, CW & HW
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-(E) FLOOR DRAIN TO REMAIN (TYP. OF 3

=

1-1/2"

S TNVTV

\

north

\

GENERAL NOTES

10.

FOR LINE TYPES, SYMBOLS & ABBREVIATIONS SEE LEGEND ON PO.0.

FOR CONNECTION TO STRUCTURE & PIPE SUPPORT SEE DETAILS 1, 2 &
J ON SHEET P4.0

UNLESS NOTED ALL CW & HW RISERS FROM FIXTURE TO CEILING ARE
1/2°, SEE FIXTURE SCHEDULE ON PO.0.

SEE FIXTURE SCHEDULE ON PO.0 FOR ADA & STANDARD RIM HEIGHTS
FOR WC-1 & U-1.

ALL VENTING SHALL HAVE A MIN. OF 10° CLEARANCE FROM ANY FORCED
AIR INLET W/ A MIN. OF 3" CLEARANCE ABOVE & A MIN OF 4’
CLEARANCE FROM ANY PROPERTY LINE EXCEPT A PUBLIC WAY PER CPC
SEC. 906.

NEW OR REPAIRED POTABLE WATER SYSTEMS SHALL BE DISINFECTED
PRIOR TO USE, ACCORDING TO THE METHOD SET IN SECTION 609.9 OF
THE CPC.

CONTRACTOR SHALL PATCH FLOORS, WALLS & CEILINGS TO MATCH NEW
CONSTRUCTION PER ARCHITECTS SPECIFICATIONS.

COORDINATE EXACT LOCATION OF S.0.V., BACKFLOW DEVICE, WATER
METER, GAS METER & GREASE INTERCEPTOR WITH ARCHITECT.

PRIOR TO CONSTRUCTION CONTIRACTOR SHALL FIELD VERIFY FOR EXACT
SIZE, LOCATION & INVERT ELEVATION OF EXISTING WASTE LINE &
COORDINATE WITH PLUMBING ENGINEER FOR ANY CHANGES NEEDED.

SHUT-OFF VALVES SHALL BE PROVIDED ON ALL MAIN BRANCHES, RUNS
100 RISERS AND WHERE SHOWN ON DRAWING. LOCATE SHUT-OFF
VALVES OVER T-BAR CEILING WHEN POSSIBLE. PROVIDE ACCESS PANELS
WHEN SHUT-OFF VALVES ARE LOCATED OVER HARD LID CEILINGS.

CONSTRUCTION NOTES

SCALE: 1/4" =

ENLARGED PLUMBING REMODEL PLAN

SCALE: 1/4" = 1'-0" 2

ENLARGED PLUMBING REMODEL PLAN

o | ]

®

© ® © ©

CONNECT (N) 3" WASTE TO (F) WASTE LINE, FIELD VERIFY FOR EXACT
SIZE AND LOCATION.

CONNECT (N) 2" WASTE TO (F) WASTE LINE, FIELD VERIFY FOR EXACT
SIZE AND LOCATION.

CONNECT (N) FIXTURE TO EXISTING PIPING, RE-WORK PIPING AS
NECESSARY.

CONNECT (N) 2" VENT TO (E) VENT LINE, FIELD VERIFY FOR EXACT
SIZE AND LOCATION.

CONNECT (N) 1-1/2" VENT TO (E) VENT LINE, FIELD VERIFY FOR
EXACT SIZE AND LOCATION.
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CONSTRUCTION NOTES

1. FOR LINE TYPES, SYMBOLS & ABBREVIATIONS SEE LEGEND ON PO.0.

2. FOR CONNECTION TO STRUCTURE & PIPE SUPPORT SEE DETAILS 1, 2 &
J ON SHEET P4.0

J. UNLESS NOTED ALL CW & HW RISERS FROM FIXTURE TO CEILING ARE
1/2°, SEE FIXTURE SCHEDULE ON PO.0.

4. SEE FIXTURE SCHEDULE ON PO.0 FOR ADA & STANDARD RIM HEIGHTS
FOR WC-1 & U-1.

5. ALL VENTING SHALL HAVE A MIN. OF 10° CLEARANCE FROM ANY FORCED
AIR INLET W/ A MIN. OF 3" CLEARANCE ABOVE & A MIN OF 4’
CLEARANCE FROM ANY PROPERTY LINE EXCEPT A PUBLIC WAY PER CPC
SEC. 906.

ARE THE SOLE PROPERTY OF
WHEELER & AWHEELER ARCHITECTS, INC.
AND SHALL NOT BE REPRODUCED WITHOUT
"WET" STAMP AND SIGNATURE OF ARCHITECT OF

THESE DRANINGS AND SPECIFICATIONS
RECORD. THESE DRANINGS ARE NOT TO BE
USED FOR ANY OTHER WORK, OR PORTION
THEREOF, THAN THAT NOTED ON TITLE BLOCK.
PLEASE CONTACT THE ARCHITECT OF RECORD AT
909.624.50495 |F ANY ATTEMPT |S MADE TO DO <O.
© 20| WHEELER & WHEELER ARCHITECTS, INC.

6. NEW OR REPAIRED POTABLE WATER SYSTEMS SHALL BE DISINFECTED
PRIOR TO USE, ACCORDING TO THE METHOD SET IN SECTION 609.9 OF
THE CPC.

/. CONTRACTOR SHALL PATCH FLOORS, WALLS & CEILINGS TO MATCH NEW
CONSTRUCTION PER ARCHITECTS SPECIFICATIONS.

8 COORDINATE EXACT LOCATION OF S.0.V., BACKFLOW DEVICE, WATER
METER, GAS METER & GREASE INTERCEPTOR WITH ARCHITECT.

9. PRIOR TO CONSTRUCTION CONTRACTOR SHALL FIELD VERIFY FOR EXACT
SIZE, LOCATION & INVERT ELEVATION OF EXISTING WASTE LINE &
COORDINATE WITH PLUMBING ENGINEER FOR ANY CHANGES NEEDED.

10.  SHUT-OFF VALVES SHALL BE PROVIDED ON ALL MAIN BRANCHES, RUNS
100 RISERS AND WHERE SHOWN ON DRAWING. LOCATE SHUT-OFF
VALVES OVER T-BAR CEILING WHEN POSSIBLE. PROVIDE ACCESS PANELS
WHEN SHUT-OFF VALVES ARE LOCATED OVER HARD LID CEILINGS.
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(5) S.1 5.0 (61 6.2

/

(E) RTU
(TYP. OF ALL)

(F) RTU-3

il

(E) RTU-1

N

RECONNECT (E) RTU TO (E) CONDENSATE.
REPAIR (E) CONDENSATE AND ADD NEW
CONDENSATE DRAIN IF REQUIRED. (TYP. OF

ALL) (E) RTU-8
N
L]
| IN
m ] (£) RTU-2
() RTU-10 \ (F) 1-1/2" GAS CAP (E) GAS LINE
N ,h
(E) RTU=5
. _ . . L . . S
\ (E) 2" 6AS
\ (E) 2" 6AS
RECONNECT (€) RTU 10 (E) GAS  — |
PIPE. FIELD VERIFY EXACT SIZE
AND PRESSURE REGULATOR. (TYP.
i: (E) RTU-4 OF ALL) (E) RTU-6 (E) RTU-7
| |
(F) RTU-9

\ (E) 2-1/2" GAS

(E) 2-1/2" GAS UP

CAP (E) GAS L/NE—\ FROM BELOW

)

/CAP (E) GAS LINE

—
L]

(E) RTU~11

\ (E) 2-1/2" GAS \ (E) 2-1/2" GAS

/ CAP (E) GAS LINE

3

@ north

CONSTRUCTION NOTES

P

OVERALL PLUMBING ROOF PLAN

SCALE: 1/8"=1'-0" 1

10.

FOR LINE TYPES, SYMBOLS & ABBREVIATIONS SEE LEGEND ON PO.0.

FOR CONNECTION TO STRUCTURE & PIPE SUPPORT SEE DETAILS 1, 2 &
J ON SHEET P4.0

UNLESS NOTED ALL CW & HW RISERS FROM FIXTURE TO CEILING ARE
1/2°, SEE FIXTURE SCHEDULE ON PO.0.

SEE FIXTURE SCHEDULE ON PO.0 FOR ADA & STANDARD RIM HEIGHTS
FOR WC-1 & U-1.

ALL VENTING SHALL HAVE A MIN. OF 10° CLEARANCE FROM ANY FORCED
AIR INLET W/ A MIN. OF 3" CLEARANCE ABOVE & A MIN OF 4’
CLEARANCE FROM ANY PROPERTY LINE EXCEPT A PUBLIC WAY PER CPC
SEC. 906.

NEW OR REPAIRED POTABLE WATER SYSTEMS SHALL BE DISINFECTED
PRIOR TO USE, ACCORDING TO THE METHOD SET IN SECTION 609.9 OF
THE CPC.

CONTRACTOR SHALL PATCH FLOORS, WALLS & CEILINGS TO MATCH NEW
CONSTRUCTION PER ARCHITECTS SPECIFICATIONS.

COORDINATE EXACT LOCATION OF S.0.V., BACKFLOW DEVICE, WATER
METER, GAS METER & GREASE INTERCEPTOR WITH ARCHITECT.

PRIOR TO CONSTRUCTION CONTIRACTOR SHALL FIELD VERIFY FOR EXACT
SIZE, LOCATION & INVERT ELEVATION OF EXISTING WASTE LINE &
COORDINATE WITH PLUMBING ENGINEER FOR ANY CHANGES NEEDED.

SHUT-OFF VALVES SHALL BE PROVIDED ON ALL MAIN BRANCHES, RUNS
100 RISERS AND WHERE SHOWN ON DRAWING. LOCATE SHUT-OFF
VALVES OVER T-BAR CEILING WHEN POSSIBLE. PROVIDE ACCESS PANELS
WHEN SHUT-OFF VALVES ARE LOCATED OVER HARD LID CEILINGS.
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CONDENSATE DRAIN FROM AC UNIT.
SEE PLANS FOR SIZE & LOCATION

MIN. 1% SLOPE

-

d

PLUMBING CONTRACTOR TO COORDINATE e

WTH MECHANICAL CONTRACTOR TO VERIFY —~— +——

EQ. TO STATIC PRESSURE OF UNIT IN ” W.G.

INSTALL PER CPC
(SEC. 814.0 - 814.3)

JANITOR SINK \

COND. LINE FROM AC UNITS

FLOOR PLANS FOR SIZE & LOCATION

MIN. 1" AIR BREAK \

VENT FULL SIZE OF COND. LINE. LOCATE
ON DOWNSTREAM SIDE OF COND. LINE

MECHANICAL
EQUIPMENT

SEE

=

TURN FLASHING DN

INTO VENT PIPE

/
VENT PIPE THRU. ROOF

SEE PLUMBING PLANS
FOR SIZE & LOCATION

4 LB. SHEET LEAD FLASHING \ N L 17 MIN
ROOFING OVER BASE 12" MIN.
----- =~ j—’—\—\/—dw
— \ <
NOTE:
R AL 8" N, ALL VENTING SHALL HAVE A MIN. OF
NS CTON 10° CLEARANCE FROM ANY FORCED
AR INLET W/ A MIN. OF 3'

CLEARANCE ABOVE & A MIN OF 4’
CLEARANCE FROM ANY PROPERTY
LINE EXCEPT A PUBLIC WAY. PER

CPC (SEC. 906)

STRUCTURE
11/2" LONG
"TEK" SCREW \ L X
DIAGONAL BRACE
SEE DETAIL
/ STRUCTURE
1" MIN. E: a
1" MIN. »
N—1 1/2" LONG
"TEK” SCREW
, 2 1/2°x2 1/2°16 GA.
1/2°0 HANGER
w00 (T1P) ANGLE BRACE (TYP.)

12

VENT THRU ROOF 4

CONNECTION TO STRUCTURE 1

AGA APPROVED GAS REGULATOR
VENTED TO ATMOSPHERE PER

(CPC 1209.7)
1/2” AMERICAN METER CO. #1213B

PRESSURE REGULATOR — CONTACT
TIM @ MEASUREMENT CONTROL

(714) 835-0995
MPG SUPPLY
LINE

AGA APPROVED GAS COCK /
PER (CPC 1212.5)

MAKE RIGI

CONN.

REDUCE TO

UNIT CONN.

SIZF A/C UNIT

/*/?00/'_

UNION
DIRT LEG g
SEDIMENT TRAP

NOTE:
FOR GAS SUPPLY

\ CEILING

LINE SIZE

AND LOCATION REFER TO

ROOF PLANS.

VACUUM RELIEF VALVE

3/4" PLYWD. DECKING

y CLG. JOISTS
WH

ERE REQUIRED)

MIN. 1" AIR BREAK

SERVICE SINK T

DRAIN LINE

POP—OFF \

BN

INSTALL PER LOCAL CODES \ CHECK VALVE
HW cW
<= =h r‘ Q I ﬁJ_"Ll () — |
1.5 GAL
ASME RATED ——— THERMAL
PRESS. RELIEF VALVE EXPANSION
\ TANK
BALL VALVE (TYP)
SECURE W/H TO WALL mm\tp H’
1” WDE — MIN. 20 GA. SHT. _\
MTL. STRAP & (2) 1/47¢ \
éég ?2@’555; 2”%8 ZPER rom POP—-OFF DRAIN LINE
CT ' FULL SIZE OF UNIT
@ CONNECTION
— o GALV. SHT. ML
/ SMITTY” PAN  ESCUTCHEON.

\

I:I;a

U

FOR CONNECTION
THREADED HANGER ROD.
FOR SIZE AND SPACING
kS

T0 STRUCTURE
f\r/SNFFENER

ADD VERTICAL ANGLE %ééff SPoOT

STIFFENER IF LENGTH IS

SEE @
GREATER THAN MAX. LENGTH

SHOWN ON PIPE SUPPORT
SCHEDULE

NUT & WASHER \
TOP & BOTTOM

TRANSVERSE ANGLE
BRACE. ALTERNATE
SIDES EVERY BRACE.

"B-LINE” - B3690
ADJUSTABLE °J” .

HANGER.

PIPING. SEE
PLANS FOR SIZE
AND LOCATION.

INSULATION WHERE
APPLIES — SEE
SPECIFICATIONS

PIPE SADDLE

NOTE:

1. DETAIL APPLIES TO PIPES 2" I.D. AND SMALLER.
2. REFER TO PIPE SUPPORT SCHEDULE FOR ADDITIONAL INFORMATION.

13

GAS CONNECTION

WATER HEATER DETAIL S

PIPE SUPPORT DETAIL 2

WATER HAMMER ——
ARRESTOR

NOIE:
ACCESS PANEL SHALL NOT BE INSTALLED

PIPE SIZING AND
SELECTION TABLE
PIPE | FIXTURE CROSS
SIZE UNITS REF. PDI
1/2” 1-11 A
3/4” 12-32 B
7 33-60 c
11/47 | 61-113 D
11/2" | 114-154 £
2" 155-330 F

L s vave
N—
0
J ) STAINLESS STFEL
L ACCESS PANEL
N
N
~

~
~ ~
~
/ - i%
REFER TO PLANS

FOR SIZE & LOCATION

BEHIND GRAB BARS.

14

10 WATER HAMMER ARRESTOR DETAIL 0

R

d

] ] 3

REFER T0 PLANS —/

FOR SIZE AND LOCATION

MODEL #PR-500

DISTRIBUTION

UNIT
WHERE REQUIRED N

1/2" CW (TYR) — 3

BALL VALVE

PRECISION PLUMBING PRODUCTS
PRIME=RITE TRAP PRIMER VALVE

NOITE:

ACCESS PANEL SHALL NOT BE INSTALLED
BEHIND GRAB BARS.

TO FLOOR SINK OR
FLOOR DRAIN TRAP

FLOOR DRAIN TRAP PRIMER
DISTRIBUTION CHART
MAX. WATER
NO. OF | DISTRIBUTION | DEL. ON 15 | USE STAND DISTRIBUTION
DRAINS | UNIT MODEL | SEC. PRESS. PIPE STYLE UNIT IS
DROP.
1 N/A 2 0Z STRAIGHT NOT REQUIRED
2 bu-2 2 0Z STRAIGHT 2 OPENING
J ou-3 50z STRAIGHT J OPENING
4 DU-4 50z STRAIGHT 4 OPENING

BETWEEN SURPORT @ vemen © ®
PIPE SIZE HANGER ROD | MAX.LENGTH |  LONGITUDINAL TRANSVERSE BOLT
N NcHEs | HANGERS OC. | paMeTER SiZE | FOR RODS ANGLE BRACE HANGER AOLE ANGLE BRACE SIZE
HORZ. | VERT.
COPPER TUBE & PIPE
R R , ., 1-1/2 x 1-1/2 x 18 1-1/2 x 1-1/2 x 18 .
24&% | 6-0" | 10~0 /8 37 goesr-0"oc | XX Sew-0oc | VP
e , . 1-1/2x 1-1/2 x 18 1-1/2 x 1-1/2 x 18 )
1 thry 1-5| 6=0" | 10-0 3/8 37 g0 @ 800" 0. 1x1x18a g0 6 400" 0. 3/8
N , . 1-1/2 x 1-1/2 x 18 2-1/2x 2-1/2 x 16 )
2 | 10-0| 10-0 /8 37 g 08-0"0c | X1¥180 " ew-0oc | VP
STEEL PIPE FOR GAS
1 \ i 1-1/2x 1-1/2 x 18 1=1/2 x 1-1/2 x 18 .
bgd | 6-0"| 6-0 3/8 37 o0 oc | XXt | o 3/8
. , . 1-1/2 x 1-1/2 x 18 1-1/2 x 1-1/2 x 18 )
/ g-0" | &-0 3/8 37 4o © 800" 0 1x1x 18ga 40 6 40-0" 0. 3/8
N , . | 2-1/2x2-1/2x 16 2-1/2x 2-1/2 x 16 .
=4 thry 2| 100" | 100 /8 7 wosr-0'oc | ¥ | o0 oc | VP
SCHEDULE 40 PVC & ABS DWV ®
R \ . 1-1/2 x 1-1/2 x 18 1-1/2 x 1-1/2 x 18 .
batd | 40" | 10-0 /8 7 wosy-0’oc | *1¥ | ewoac | VE
D , i 1-1/2x 1-1/2 x 18 1-1/2x 1-1/2 x 18 .
1t 2 | 4=0" | 100 3/8 37 goesr-0oc | X1¥1% | Gew-0oc | VP
CAST IRON HUBLESS (NO HUB)

.. \ . 1-1/2 x 1-1/2 x 18 1-1/2 x 1-1/2 x 18 .
a2 | ® | 15-0 8 37 g os-0"0c | X1¥1%0 " Cew-0oc | VP
Stu6 | A REFER TO SWACNA GUIDELINES IN SCHEDULE BELOW
(&) SUPPORT EVERY JONT. SUPPORT SHALL BE WITHIN 16 INCHES OF JONT ON BOTH SIDES. (SUPPORT ALSO REQURED AT EACH

HORIZONTAL JOINT CONNECTION,)
ALL PIPING 2-1/2* AND LARGER PER THE FOLLOWING SMACNA GUIDELINES

g N . . | 2-1/2x2-1/2x 16 2-1/2x 2-1/2 x 16 .
2-1/2 | 10-0"| 10-0 1/2 25 g 080-0"0c | 2¥2X199 " e w-0oc | VP
N , . | 2-1/2x2-1/2x 16 2-1/2x 2-1/2 x 16 .,

J 10-0" | 10-0 /2 2 gosr-0oc | 2X2¥1 |\ " low-0oc | V8
N , . | 21/2x2-1/2x 16 2-1/2x 2-1/2 x 16 ,

1 10-0" | 10-0 58 It g 080-0"0c | ZX2X1699 |\ " e a0 oc | V2
e , . | 2-1/2x2-1/2x 16 2-1/2x 2-1/2 x 16 ,

5 10-0" | 100 5/8 31 g o80-0"0c | 2¥2X199 " e w-0oc | 2
N , . | 2-12x2-1/2x 16 2-1/2x 2-1/2 x 16 ,

6 10-0" | 10~0 5/8 57 g ow-0oc | 22X\ e w-0roc |

NOTES:

@ VERTICAL ANGLE ONLY REQUIRED WHEN ROD MAXIMUM LENGTH IS EXCEEDED.
@ BRACING MAY BE OMITTED WHERE TOP OF PIPE IS 12” OR LESS FROM BOTTOM OF HANGER SUPPORT CONNECTED TO STRUCTURE
@ ALLOW FOR EXPANSION EVERY 30°-0".

PIPE SUPPORT SCHEDULE 3

15

11

TRAP PRIMER DETAIL /
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PAUL S. WHEELER AIA Architect C12185
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TENANT IMPROVEMENT & EXTERIOR FACADE IMPROVEMENTS for:

Get Air

S.E. Quadrant, Pomona 60 FWY at Corona Expressway

Pomona, California 921766
APN NO. 8331-016-021
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